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AUTORESPIRATORI
REBREATHERS

AUTORESPIRATORE A CIRCUITO CHIUSO

I 1 || Caimano Mk4 CDV e’ un apparto ventrale a carena mor-
bida che rappresenta l'ultima generazione di autorespiratori a
ossigeno a circuito chiuso. Si tratta del primo apparato al
mondo in grado di soddisfare qualunque tipo di esigenza
come: Profilo Utrasottile, Peso Minimo, Dimensioni Ridotte,
Lungo Raggio Operativo, Massima Dolcezza di Respirazione,
Massima Silenziosita', Set-Up e Operativita’ Senza Attrezzi.

Questo apparato ¢’ disponibile in due versioni differenti: per
uso professionale (standard) e per uso militare (certificato
NATO STANAG 2897 per la minima segnatura magnetica).

INIEZIONE DI OSSIGENO A DOMANDA

Il Caimano Mk4 CDV e’ dotato di una speciale valvola a do-
manda che eroga automaticamente ossigeno all'interno del
sacco contropolmone, permettendo ['operativita’ a «mani
libere». In superficie o in caso di necessita’, e’ possibile esclu-
dere la valvola a domanda ed operare manualmente
sulliniezione di gas, in modo da avere il pieno controllo del gal-
leggiamento. Questo doppio sistema soddisfa i requisiti tattici
operativi e professionali per impieghi di foto/video sub.

TECHNICAL CHARACTERISTICS

MODEL > CAIMANO MK4 CDV
PRODUCED BY > OMG ITALY

TYPE > VENTRAL WITH SOFT SHIELD

WORKING PRINCIPLE > CLOSED CIRCUIT

OXYGEN INJECTION > MANUAL AND/OR AUTOMATIC
GAS > OXYGEN

BREATHING BAG > ABOUT 8,5 LT, ATOXIC POLYURETANE
FILTER > RADIAL, SODA LIME, 2,05 KG (4.52 LBS)
CYLINDER > 1,5 LITRES, 232 BAR, ALUMINIUM ALLOY

DIVE TIME DURATION > UP TO 4 HOURS

STORAGE TEMPERATURE > -30°C + 70°C

OPERATING TEMPERATURE > -2°C + 35°C

MAX OPERATING DEPTH > 7 MT (OR LOCAL REGULATIONS)
WEIGHT IN AIR > 8,4 KG (18,51 LBS), READY TO USE
WEIGHT IN WATER > NEUTRAL (WITH 2,5 LT OF OXYGEN)
MAGNETIC SIGNATURE > LOW

COLOURS > W=WOODLAND / N=BLACK

ORDER CODE > AMOV-AM-02(N/W) PROFESSIONAL USE

ORDER CODE > AMOV-AM-05(N/W) MILITARY USE ONLY (CLASS B)*
ORDER CODE > AMOV-AM-03(N/W) MILITARY USE ONLY (CLASS A)*
*NATO STANAG 2897 CERTIFIED SYSTEM

STANDARD APPARATUS:
SOFT SHIELD, BOUCLE BELT, WAIST BELT, CROSS BELT, TACTICAL
KNAPSACK, TECHNICAL MANUAL

PARTS ORDER NUMBERS:

JMU-1-02 > JACKET JACK

JMU-BC-02 > JACKET SHARK

ZAV100 > BALLAST 1 KG

ZAV101 > BALLAST 0,5 KG

CSM-B-01 > BALLAST CARRIAGE BAG
KITO13 > MAINTENANCE KIT

SET012 > O-RINGS SET

CMR-E-01 > STORAGE AND CARRIAGE HARD CONTAINER
CMM-B-01 > STORAGE AND CARRIAGE BAG
CMM-S-01 > TACTICAL HOLDER

THIS APPARATUS IS AVAILABLE WITH CE CERTIFICATION.
THE CE VERSION HAS A DIFFERENT THREAD OF

THE SHUT-OFF VALVE (M26x2)

ORDER CODE > AMOV-AM-04 (W/N)
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CAIMANO

MK4 .YV

OXYGEN CLOSED CIRCUIT REBREATHER

ElEThe OMG Caimano Mk4 CDV represents the latest genera-
tion oxygen closed circuit rebreather. This is the first apparatus
in the world that satisfies any kind of requirements like: Ulra-
Low Profile, Minimum Weight, Very Small Dimensions, Long
Duration and Operating Range, Extreme Low-Work Breathing,
Stealth Ultra Quiet Operation, Low Acoustic Signature, No
Tools Required for Setup and Operation.

This apparatus is available in 2 different versions: for profes-
sional use (standard) and for military use only (NATO
STANAG 2897 certified for minimum magnetic signature).

ON-DEMAND OXYGEN INJECTION

Caimano Mk4 CDV is equipped with a finest on-demand valve,
which injects oxygen directly into the breathing bag in order to
free your hands all the dive duration long.

When it's necessary to exclude the demand valve (to surface,
elc.) a precise switch permits to operate manually on the gas
injection. This function permits to have total buoyancy confrol.
This double system satisfies tactical and operative require-
ments for professional video/photo underwater activities.
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MK4 c[Y

COMPACT DIMENSIONS
LOW WORK BREATHING
ON DEMAND INJECTION
RADIAL FILTER
QUICK DRESSING
GLOVE POCKETS

SISTEMA GESTIONE
QUALITA’
IS0 9001:2008
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